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ABSTRACT

This thesis represents the first implementation of a proposed Air Force standard

telerobotic control architecture. This architecture was developed by the NASA Jet

Propulsion Laboratory and the National Institute of Standards and Technology under

contract to the Air Force Materiel Command Robotics and Automation Center of

Excellence (RACE) as the Unified Telerobotics Architecture Project (UTAP).

The AFIT Robotics and Automation Applications Group (RAAG) Lab B facility

computational structure was redesigned to be compliant with the UTAP architecture. This

thesis shows that the UTAP specification to be implementable. However, if the underlying

operating system does not support generic message passing, an interface layer must be

implemented to access operating system functions.

The UTAP compliant controller implemented the robot servo control, object

knowledge base, and user interface components of the specification. The controller

performed adequately although there was degradation in the performance as evidenced by

increased error during trajectories. We believe this error can be reduced by re-tuning the

controller gains.

Further study of the UTAP specification is recommended: additional functions

such as external sensor readings should be added; implementation of the specification on

different operating systems and robot platforms will prove the transportability of the

specification.

Viii



DESIGN AND EVALUATION OF STANDARD TELEROBOTIC
CONTROL SOFTWARE

I. Introduction

The Robot Institute of America defines a robot as "a reprogrammable,

multifunctional manipulator designed to move material, parts, tools or specialized devices

through variable programmed motions for the performance of a variety of tasks" [11].

This definition describes the two main advantages that robots offer: variable programmed

motion and performance of a variety of tasks. Because an operator can program the

robot's motions, the operator can control what task the robot performs. Programming the

robot also results in predictable and repeatable actions by the robot. Robots are also

useful because they can perform tasks that are difficult or dangerous for humans to

perform. Yet, despite these advantages, robots lack the ability to think and the ability to

adapt to new situations as humans can because computational technology is not yet

advanced enough to do so [ 11].

A telerobotic system, or a telerobot, combines the advantages of robots with a

human operator's ability to react and think by including the human in the task.

Telerobotic systems can be classified into three broad types. The first type is an operator-

controlled system, where the operator uses one or more input devices to control exactly

what the robot does. The key idea is that the operator has complete, real-time control

over the robot. The second type of telerobotic system is an operator-supervised system in

which a control program gives instructions to the robot; in this type of system, the

operator does not have direct, real-time control, but he can change the program or stop
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the robot at any time. The final type is the shared-control system. The operator of this

type of system uses one or more input devices to control certain aspects of the robotic

task, while the robot's controller controls the remaining aspects of the task.

In all of these systems, the robot's controller receives instructions in the form of

input or programs from a human operator and converts these instructions into signals

which operate the actual mechanical and electrical parts of the robot. This controller

must provide a method to get input from the human operator and a method to provide

output or feedback to the user. Some framework must exist so that the operator knows

how to provide input and examine output; this framework is called the telerobotic control

architecture.

1.1. Motivation

The Air Force uses telerobots to perform critical tasks such as C-5A/B painting

and paint stripping, surface cleaning, and sealing and desealing of aircraft fuel tanks. The

Robotics and Automation Center for Excellence (RACE), at Kelly Air Force Base, Texas,

is attempting to improve the efficiency and productivity of these robots throughout the Air

Force by defining an open telerobotics control architecture to be implemented on all Air

Force robots. Since this architecture will explicitly define an interface for all functions

which a telerobotic controller needs to operate, old functional modules can be replaced by

new modules in a plug-and-play type of environment. This easy replacement of modules

means that a telerobot which has this type of architecture can easily be changed from one

task to another when one set of modules is replaced by other modules that have the same

interface. Also, reuse of existing modules will be easier under this type of architecture.
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RACE has defined such an architecture, called the Unified Telerobotic Architecture

Project, or UTAP [6].

However, the UTAP architecture has not yet been implemented at any Air Force

site, so its effect on performance and its ease of implementation are not yet fully

understood. Also, existing robotic controllers will have to be redesigned to some extent

to become compliant with the UTAP specification, which consists of modules of control

services which pass messages to change the state or mode of the system. Since the UTAP

specification may become an Air Force standard, the difficulty in converting an existing

controller to be compliant with the UTAP specification must be determined. This

information will assist the Air Force in determining if the retrofit of existing controllers

should be required if the UTAP specification is adopted as a standard.

1.2. Problem

Currently, the PUMA robot in the AFIT Robotics Laboratory has an architecture

which consists of modules that execute on a periodic basis and which update the state of

the system by directly changing a global state table. In order to examine the UTAP

specification and to determine its effect on real-time system performance, we redesigned

the software architecture of the PUMA robot in the AFIT Robotics Laboratory to be

compliant with the UTAP specification. Current performance is compared with the new

architecture's performance through the use of performance metrics.

1.3. Approach/Methodology

I have conducted my thesis research using the following general steps which are

discussed further in later sections:
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a. Analyzed both the current AFIT architecture and the proposed UTAP
architecture. A system description and pictorial representation of the current
architecture of the PUMA robot are included in this document.

b. Determined the changes needed to make the non-UTAP compliant system
compliant with the specification and designed a system which incorporates these
changes. This task was the most important and time-consuming step of the
research project.

c. Implemented and tested the changes in an iterative process.

d. Conducted performance measurements and compared the performance of
the new system to the old performance through the use of metrics. The metrics
used were developed throughout the course of the project as a better
understanding of the two architectures was gained.

1.4. Materials and Equipment

All necessary equipment was already available in the AFIT Robotics Laboratory.

This equipment included the VMEbus hardware, the PUMA 560 manipulator, the Chimera

3.2 real-time operating system, and the software modules which make up the current

architecture for the PUMA manipulator. Also, the existing Sun workstation network,

which uses the SunOS 4.1.3 operating system, was used for program development and for

collection and analysis of data.

1.5. Overview

This thesis report is divided into five chapters. Chapter I contains background

information and is an introduction to the topic. Chapter II is a literature review of current

robotic architecture work. Chapter III describes the procedure used to develop the new

architecture, while Chapter IV contains my evaluation and analysis of the results.

Conclusions drawn from this research and my recommendations for future research are

located in Chapter V.
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This thesis also has several appendices. Appendix A is a User's Manual which lists

the steps needed to run the UTAP-compliant modules, while Appendix B is a

Programmer's Manual which lists the steps necessary to compile UTAP-compliant

modules and other necessary modules under the Chimera Operating System. Appendix C

is a list of all UTAP messages which shows what messages were implemented for this

project. Appendix D contains the plots for the data collected during performance

measurement. Appendix E is a listing of all new source code developed for this project.
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II. Literature Review

In this literature review, I present an initial examination of the current work in the

field of robotic architectures. These examinations are limited to work which supports the

Air Force's need for an open telerobotic architectural standard. The review discusses the

Unified Telerobtic Architecture Project (UTAP) specification, which is being considered

by RACE to become the Air Force architecture standard for robotic systems, as well as

commercial applications of this specification. This review also motivates the need for my

thesis research, which is to investigate the complexity of converting a telerobotic system

to be compliant with the UTAP specification and the performance of the converted

system.

The review first looks at Chimera and Onika, which are building blocks for an

architecture such as the Unified Telerobtic Architecture Project (UTAP) architecture.

Then, it discusses the UTAP architecture. Finally, it describes some commercial work on

the UTAP project.

H.1. Current Work on Telerobotic Control Architectures

11.1.1. Software Architecture Using Port-Based Objects [10]

Stewart, Volpe, and Khosla describe the need for a real-time operating system

which supports module reuse to avoid redeveloping code at great expense when much of

the required code is already available. The authors then focus on defining a software

framework which allows code to be reused easily. This framework is based on code

sections called modules, which have defined communication interfaces. The authors make

use of object-oriented software design and port automaton digital control design theory to

build the framework. Using these concepts, a framework which allows software module
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reuse, hardware-independent interfaces, real-time communication between tasks, and

dynamic, or on-the-fly, reconfiguration of modules is described.

Port-based objects and resource ports are the keys to this framework. Port-based

objects are modules which have input and output ports for real-time inter-object

communication, while resource ports are modules which communicate with hardware

objects such as sensors and actuators. In essence, resource ports function as device

drivers. Because the port-based philosophy requires that the interface of a module be

explicitly defined, modules can be connected together easily. Also, a module can be

replaced by another module as long as the interfaces of the two modules are identical,

regardless of the internal differences.

Another important feature of this framework is that modules can be dynamically

reconfigured, which means that one or more modules can be changed while the real-time

system is operating without affecting the system's stability.

The authors' work has been incorporated into the Chimera Real-Time Operating

System, which was also developed at Carnegie Mellon University. Thus, the important

concepts of module reuse, defined interfaces, and changeable tasks are all present in

Chimera. However, their work does not explicitly define the interfaces necessary for

telerobotic systems because Chimera is a general-purpose real-time operating system.

Thus, the work does not completely address the Air Force need for a telerobotic

architecture.

11.1.2. Onika 131

Building on the foundation of the Chimera operating system, Gertz, Stewart, and

Khosla describe a graphical approach to building reusable software for dynamically
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reconfigurable systems. The authors present Onika, their icon-based graphical

programming interface, as a software development environment for real-time robotic

systems.

Onika graphically depicts modules as icons; the user simply connects icons

together to form programs, while Onika ensures that all interfaces match. Any number of

modules can be connected together and then treated as a single module, so Onika is

capable of forming low-level or high-level connections of software modules.

In keeping with the work done by Stewart, Volpe, and Khosla in [10], Onika

allows for dynamic reconfiguration of modules and module reuse. To dynamically

reconfigure the system, the user connects the appropriate icon which represents the new

module into the system, while Onika handles all of the underlying work. To reuse a

module, the user only has to copy the icon representing the module into the system.

Thus, Onika provides all of the advantages described by Stewart, Volpe, and

Khosla, and it allows applications to be created by manipulating graphic elements which

represent the modules. However, like the previous work, it does not define the interfaces

for a telerobotic system.

H.1.3. Unified Telerobotic Architecture Project (UTAP)

Since no previous work completely addressed the Air Force's need, the Robotics

and Automation Center for Excellence (RACE) sponsored the Unified Telerobotic

Architecture Project (UTAP). The purpose of UTAP is to define a standard telerobotic

architecture to be used throughout the Air Force and possibly in the commercial sector as

well. The Intelligent Systems Division of the National Institute of Standards and

Technology and the Jet Propulsion Laboratory worked jointly on this project [6], [5].
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The UTAP document describes the architecture as "a modularized arrangement of

control services." This modular arrangement implies an interface. The majority of the

UTAP document [6] explicitly defines the interface of each module. Both the software

and hardware interfaces for the architecture are defined. See Figure 111. 1 for an overview

of the UTAP architecture. The UTAP specification is explained in detail in the next

chapter.

11.1.4. Commercial Uses of UTAP [21

Using the UTAP specification as a guide, Advanced Cybernetics Group, Inc.

(AGC) has implemented a programming environment which is compatible with the UTAP

specification. AGC's environment is built on the commercially available Adept V+ robotic

programming language. In addition to describing the environment's implementation,

DaCosta gives examples of commercial and Air Force sites that are using the AGC

product to perform tasks with telerobotic systems.

This paper shows that the philosophy of the UTAP document is sound and that

commercially available products can be used to implement the UTAP specification;

however, the ACG work only implements the Information Model, which is one small part

of the UTAP-specification. The main thrust of UTAP, which is standardized interfaces to

standard modules across any robotic system, is not implemented.

11.2. Real-Time Operating Systems

A variety of real-time operating systems (RTOS) are available today. Each

operating system has several advantages and disadvantages which contribute to its overall

usefulness for this thesis project. A basic requirement for an operating system is that it

must support the available hardware; several RTOS were eliminated from further
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consideration because they do not support the hardware which AFIT uses. This AFIT

hardware consists of a Sun SparcStation development environment with Motorola 68000

real-time processors in a VMEbus chassis. Thus, any RTOS considered must support

cross-compilation from the Unix environment to Motorola 68000 executable code.

I will discuss several of these operating systems and describe the reasons why each

was rejected, or in the case of Chimera accepted, for use in this project.

1I.2.1. VxWorks [131

VxWorks is a commercial product developed by Wind River Systems. According

to Wind River Systems, VxWorks is "a high performance, scalable real-time operating

system which executes on a target processor; a set of powerful cross-development tools

which are used on a host development system; and a full range of communications

software options such as Ethernet or serial line for the target connection to the host."

VxWorks is based on a microkernel called "wind", which supports the runtime system and

provides intertask communication through a variety of mechanisms such as shared

memory or message queues. Both Unix and Windows development platforms are

supported, and VxWorks supports many target processors including the Motorola 68000.

In addition, VxWorks can be ported to other hardware as needed by using an additional

toolkit. C and C++ tools are provided for VxWorks.

The primary advantage of VxWorks is that it is a widely-used commercial product,

so it has support from Wind River Systems and from other users on the Internet

(comp.os.vxworks is an existing Usenet newsgroup). Also, it supports ANSI-C and

POSIX standards. Finally, the system includes a debugger and many other development

tools can be purchased to ease development.
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However, the primary disadvantage of VxWorks is cost. This disadvantage will be

eliminated next year because AFIT will be getting a copy of this OS from Wind River

Systems.

11.2.2. LynxOS [4]

LynxOS is also a commercial product developed by Lynx Real-Time Systems.

LynxOS is also a kernel-based system and was designed to be like Unix from a

programmer's prospective. It can be used in a cross-development environment or the

development tools can be run on the target processor. C and C++ languages are

supported by the OS, and Ada support is available from a third-party, Alsys, Inc., of

Burlington, MA.

LynxOS shares the same advantages and disadvantages as VxWorks. Lynx Real-

Time Systems provides support and training (for a fee) and support is also available

through the Internet via the comp.os.lynx newsgroup. LynxOS also conforms to POSIX

real-time extensions.

The main disadvantage, again, is cost for the OS, support, and training.

11.2.3. Real-Time executive for Military Systems (RTEMS) [121

RTEMS was developed by On-Line Applications Research Corporation under

contract to the Research, Development, and Engineering Center of the U.S. Army Missile

Command. It supports multi-tasking, priority-based scheduling, rate monotonic

scheduling, and intertask communication, as well as other features. There are two

versions which both support the same functionality: RTEMS/C and RTEMS/Ada.

RTEMS/C supports several different target platforms, while RTEMS/Ada only supports

the Motorola 68000 family. Ada95 support is planned for implementation this year.
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The advantages of this OS are that it is free and is provided for Dual-

Use/Technology Transfer. All documentation and source code for the OS and

development tools can be retrieved from the RTEMS World-Wide Web Page. Support is

provided by the developer. Also, the ability to use C, Ada, or Ada95 for development is

very powerful.

The main disadvantage of this OS is that it has not been used at AFIT. Thus, there

would be no baseline system with which the new system performance could be compared.

Also, since AFIT does not currently use this OS, we do not know how stable and mature

it is.

H.2.4. Proprietary Operating Systems

Proprietary operating systems are mentioned solely because many robotic systems

are packaged with their own proprietary OS. For example, the Adept robot in the AFIT

Robotics Laboratory uses a proprietary OS and a proprietary programming language

called V+.

Each proprietary OS will have its own advantages and disadvantages. In general,

though, a proprietary OS will take good advantage of the particular hardware that it

executes on; however, existing software will have to be modified or completely rewritten

to execute under that OS. In the case of the Adept, any existing software for other

robotic systems would have to be rewritten in V+.

1.2.5. Chimera [11

Chimera was developed at Carnegie Mellon University by David B. Stewart and

Pradeep K. Khosla. The Air Force Institute of Technology Robotics Laboratory currently

uses the Chimera Real-Time Operating System to control the VMEbus-based Motorola
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processors which are used to control the PUMA 560 manipulator. Based on the work of

Stewart and Khosla on dynamically reconfigurable software for robotic systems, Chimera

supports the Motorola MC68OxO family of processors. Chimera supports "static and

dynamic scheduling, extensive error detection and handling, a full set of library utilities,

several different multiprocessor communication and synchronization primitives, and a fully

integrated host workstation environment." Chimera supports programs written in both C

and C++ which are compiled with a modified version of the GNU C compiler, gcc.

Chimera can schedule tasks using the rate monotonic algorithm or by using a dynamic

priority scheme such as earliest deadline first. The policy of scheduling is separated from

the mechanism, as expected in modem operating systems [7], so that the scheduler can be

modified by the user.

The advantages of this OS are that it is free and it is the operating system that

AFIT currently uses. Because it is already in use, we have working, tested application

software that runs on this operating system. Also, Chimera automatically tracks certain

performance measurements such as the number of missed cycles for each task. However,

since Chimera is not a commercial product, its support is not reliable. Also, we have

experienced random errors using this software at AFIT since it is essentially a beta

version. Finally, Chimera is not widely used outside of the academic or laboratory setting,

so the generality of results obtained from developing software using this operating system

may be limited.

11.3. Summary

The Air Force has many telerobotic systems. In order to maximize the

productivity and efficiency of these systems, the Robotics and Automation Center for

13



Excellence (RACE) has sponsored UTAP, a project designed to define a standard

interface for telerobotic systems. The work of Stewart, Khosla, Gertz, and others at

Carnegie Mellon University has laid a foundation for the UTAP interface, and the work of

companies such as Advanced Cybernetics Group, Inc. shows that the UTAP architecture

has merit in the commercial sector as well as in the Air Force.

Now that an overview of the UTAP architecture has been given, it must be

examined to determine the monetary and time costs of converting current telerobotic

systems into systems that are compliant with this architecture. Also, the performance of

systems using this architecture must be determined because real-time robotic systems must

meet all time constraints.
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III. Methodology

This chapter describes the methodology used in this thesis effort. Since the main

goal of the thesis effort is to implement and evaluate the UTAP specification, the first

topic that is addressed is that specification. First, I describe my understanding of UTAP

and its intent. Next, I discuss the 'pre-UTAP architecture used to control the PUMA robot

in the AFIT Robotics Laboratory. Then, I focus on what architectural decisions were

made to support the UTAP architecture and how these changes were implemented and

tested. Finally, I describe how performance between the pre-UTAP and UTAP

architectures was measured and compared.

111.1. The Unified Telerobotic Architecture Project: What Is It?

11.1.1. UTAP Philosophy [6]

The Unified Telerobotic Architecture Project is described in [6]. The intent of the

specification can be summed up fairly easily: the purpose of the UTAP specification is to

provide an open, system-independent description for building telerobotic applications

quickly, cheaply, and easily. Just as the C language is fairly independent and transportable

among many different operating systems, a UTAP-compliant robotic application should be

transportable to many different robotic systems with little effort to get the application

working on a different computer system, operating system, or robot. Other goals of the

specification, such as code reusability, abstraction, and understandability, line up with the

goals of software engineering.

UTAP has an object-oriented philosophy. Each module has defined inputs,

outputs, and responsibilities, and all data inside of a module, or "object", is self-contained

and hidden from other modules. Data that is needed by multiple modules or data that is
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considered to be "global" is stored by the Object Knowledgebase, which is itself just

another module. Data and control flow is passed between modules through the use of

predefined messages. Appendix C contains a list of these messages. Thus, the modules

which make up the system and the interface between these modules is explicitly defined.
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For any particular application, not all of the boxes, or modules, need to exist.

Likewise, some modules may have multiple instances. A configuration file specifies what
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modules compose the system. For example, if the Object Modeling module is not needed

for some task, then the corresponding configuration file would indicate the absence of that

module from the system.

Figure 111.2 shows at a more general level what the UTAP specification defines for

each module. The inputs, outputs, and responsibilities of each module from Figure 111.1

are defined. Likewise, the communication channels and the messages which can be passed

over those channels are also explicitly defined.

UTAP Module UTAP Module

Defined for module: Defined for module:

Inputs Bi-direetional communication Inputs

Outputs path (UTAP messages) Outputs

Responsibilities Responsibilities

UTAP Module

Defined for module:

Inputs

Outputs

Responsibilities

Figure 1.2. UTAP Overview

11.1.2. UTAP Features Not Fully Supported [6]

Although the main philosophy is as described above, the UTAP specification has

several other parts. The UTAP Information Model allows the workspace, or the three

dimensional area in which the robot can operate, to be described using geometric shapes

and patterns, or motions within the workspace. The Information Model is not considered

in this thesis project.
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Another aspect of the specification is that multiple instances of some module types

may exist in a system. For example, there may be more than one Tooling Control module

or more than one Robot Servo Control module. The UTAP specification proposes that a

system configuration file describes what modules are present in the system and how many

instances of each module exist. However, the format and operation of this configuration

file are not yet defined. To simplify this project, I did not choose to use a system

configuration file. Instead, I require the user to manually load the correct system

configuration. Note that a Chimera program which automatically loads and executes all

needed modules can be written. Such a program would eliminate the need for the user to

manually load all necessary components every time the UTAP application is to be

executed.

Each individual module also requires a configuration file; however, the UTAP

specification does not define a format for this file. Because Chimera also requires that

each module has a configuration file of a specific format which contains specific data, I

chose to use the Chimera configuration file as the UTAP configuration file. Chimera

allows local, or user-specific, data to be added to the file and the operating system

provides services to easily read the files.

Another feature of UTAP that is not supported in my work is the notion of each

module "posting" what messages it will respond to. Upon initialization, each module is

expected to post to the system Object Knowledgebase what messages that it can respond

to. Before another module sends a message to that module, it can check the Object

Knowledgebase to determine if the message will be responded to. To simplify this project,

this feature is not supported.
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111.1.3. Problems with the UTAP Specification

Although the UTAP specification is a very good attempt to develop an open

telerobotic system, it suffers from several weaknesses. The major problem is that the

specification is very general so it can be applied to many different systems; however, this

generality means the specification does not define or describe many items in enough detail.

The biggest problem is that the specification does not completely define the

interface between modules. All available messages are listed, but the messages are not

fully defined. Additionally, the semantic meaning of some messages is open to

interpretation, and how to pass data is not defined. The current version of the UTAP

specification purposely ignores the how-to-pass issue in order to simplify the specification.

However, I see this as a major issue because the method of passing data will greatly

influence whether a UTAP-compliant system will be portable. For example, one module

which uses pointers, or pass by reference, will not work with another module which uses

pass by value. Thus, the plug-replacement nature of modules may not work as expected.

Although each module's inputs, outputs, and responsibilities are defined, the

definitions are ambiguous and vague. For example, the Object Knowledgebase is defined

by the following:

RESPONSIBILITY: Store information about objects in the task
environment including geometry and task
information.

INPUT: Object Information
OUTPUT: Object Information

From this definition, I decided to use the Object Knowledgebase as a repository for all

global data; however, another implementor may interpret this definition differently.

19



As stated above, the UTAP specification also requires system and module

configuration files, but the format and content of these files is not fully defined. Thus,

different implementations may use different file formats. If this occurs, some of the

portability of the system will be lost.

Finally, "conformance" to the UTAP specification is not well-defined. Clearly, a

UTAP-compliant system does not have to support all messages associated with a

particular type of module, or else the concept of "posting" would not be needed. So, how

many messages must a module support to be considered UTAP-compliant? A definition

for compliance or conformance to the specification needs to be specified in the UTAP

document to clear up this question.

M1.2. The Pre-UTAP AFIT Architecture

The current architecture at AFIT is based on the Chimera Dynamically

Reconfigurable Module standard developed by Stewart [9]. An overview of the

architecture is presented in Figure 111.3. Chimera modules are executed cyclically, and

system state data is maintained in a Global State Variable Table, or GSVT. At the

beginning of each cycle, any variables needed by the module are copied from the GSVT

into the local state variable table for that module. The module then executes until it

becomes blocked for any reason such as waiting for I/O. When the module completes

execution, the variables updated by the module are copied from the local state variable

table back into the GSVT. The operating system handles locking so that concurrent

access to the GSVT does not cause any problems. The data stored in the GSVT is defined

by a system-wide configuration file. The local state variable table for each module is

defined by declaring a structure inside the module. Thus, the local state variable table can
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contain any data that is needed by the module; it does not have to only contain a subset of

the values stored in the GSVT. Each module also has a configuration file, called an

RMOD file, which defines what variables will be copied to and from the GSVT, the

frequency at which the module should be executed, the name of the module, and any other

information needed by the module.

Chimera Module

-Module is executed

on a periodic basis Global State Variable Table
at a rate specified in

the .rmod file
-INVARs copied to local state

-Communication with table at beginning of each cycle

other modules and the Global

State Variable Table is -OUTVARs copied from local

handled by Chimera state table at the end of each

cycle

-Local State Variable Table

holds data during each cycle

RMOD File

-Contains configuration info

for the Chimera module

Figure I1I.3. Pre-UTAP AFIT Architecture

Every Chimera module must follow a specific format. If the module is named

ModuleName, then it will have several functions of the following form:

ModuleNameXXX. Table 111. 1 lists the functions that are important for this project and

specifies what role each function plays. The most important fact to note is that these

modules are run by the Chimera operating system whenever the associated event occurs.

So, whenever a module is spawned by the user, the ModuleNameInit function is

executed. Similarly, the ModuleNameCycle function is executed at the rate specified in

the RMOD file.
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Module Name When it is executed
-Module Namelnit When the module is SPAWNed

Module NameOn When the module is turned ON
ModuleNameCycle Executed periodically at a set frequency

whenever the module is ON
Module NameOff When the module is turned OFF

Module NameError When an error occurs
Table 111.1. Standard Chimera Module Functions

M11.3. Architectural Changes Needed

Once the UTAP specification and the existing AFIT architecture were understood,

the next step was to determine what changes were needed to develop a UTAP-compliant

architecture in the AFIT Robotics Laboratory. Each of the major architectural design

decisions is discussed below.

111.3.1. Message-Passing

The first major design decision to be made was how to implement the UTAP

message-passing scheme. Since messages can pass data or control flow, the obvious

choice was to implement the messages as procedure or function calls. The C language and

the Chimera operating system both support this option. The advantages of this option

were that data could be passed by value or reference very easily, the built-in support for

this implementation, and the ease with which new messages, or functions, could be

implemented. The disadvantage of this method is that the system performance would be

hurt because of the context switches which would occur each time a message was sent and

control flow passed to another task.

Another alternative considered was to implement true messages which would be

sent from one task to another. This scheme would probably contribute to better system

performance than would the function-based method discussed above since messages
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would not cause the currently executing task to block unless a reply was needed. Chimera

supports this scheme with Interprocessor Message Passing [9]; however, using this feature

of Chimera would make the UTAP implementation dependent on the Chimera Operating

System, thus violating one of the major philosophies behind UTAP.

Based on the discussion above, I decided to implement the function-based scheme.

The ease of implementation and C language support independent of operating system

provided enough advantage to choose this method.

111.3.2. The Interface Layer

The next problem to be faced was how to make the UTAP implementation

completely operating system independent. Unfortunately, Chimera forces modules to be

written with a predefined structure (discussed in Section 111.2). Chimera schedules the

Module NameCycle function of each module to run at the appropriate time, while the

UTAP architecture requires that a UTAP message start and stop each module. The

approaches seem to be almost diametrically opposite from each other; I needed to find a

way to bridge the two different architectural approaches.

My solution was the Chimera/UTAP Interface Layer, or CUIL (pronounced

"cool"). Figure 111.4 illustrates the CUIL. Essentially, the CUIL bridges the gap between

Chimera and UTAP. The CUIL is a Chimera module which conforms to all of the format

requirements of any other Chimera module. Using UTAP messages, which are function

calls, it invokes and passes data to a UTAP-compliant module. The UTAP-compliant

module receives messages and communicates to the CUIL and to other UTAP-compliant

modules using UTAP messages. In other words, the UTAP-compliant module does not
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know or care what other module is acting on the messages; all that matters is that the

messages are responded to correctly.

The CUlL module handles all operating system-dependent tasks, such as

communication with devices and the robot. When Chimera invokes the

CUIL ModuleNameInit routine, any Chimera-specific tasks are completed, and then the

UTAP module's initialization routine is invoked through the use of a UTAP message.

Chimera Real-Time Operating System

Chimera calls

Chimera/UTAP Interface Layer

UTAP messages

UTAP-compliant Module UTAP-compliant Module

Figure 11L4. Chimera/UTAP Interface Layer

The CUEL scheme allows the UTAP-compliant modules to be completely

operating system independent, and therefore portable. It is important to note that other

operating systems may also require an interface layer to address specific requirements of

the particular operating system. Thus, a major portion of this thesis effort was invested in

the design and development of the interface layer.
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111.3.3. State Information

As discussed in the above sections, Chimera stores all information in the Global

State Variable Table, or GSVT. UTAP specifies a module called the Object

Knowledgebase to be a repository for task information.

Since these two items seem to be a good match, one design approach was to allow

a UTAP-compliant module to access the GSVT directly. All external modules would

consider the Object Knowledgebase to be another UTAP module because of its external

UTAP interface, but internally it would be dependent on the Chimera Operating System.

Although the intent of UTAP is violated somewhat with this approach, it does provide a

very efficient, easy to implement approach because Chimera automatically provides the

mechanisms for concurrent access to the GSVT.

A second approach would be to not use the Chimera GSVT and to instead

implement the Object Knowledgebase module with its own internal state table. Though

this could be done fairly easily, the issue of concurrent access by multiple tasks could

become a problem. Also, interprocessor communication in Chimera is handled through

the use of the GSVT.

I chose to implement the first option. The main reason to use the GSVT was so

that UTAP modules could be executed at the same time as non-UTAP modules. Any

regular Chimera modules would require the GSVT, so it would have to be present and in

use in order to execute these modules. Since it had to be there, the best choice was to use

it and accept the portability limitations on the Object Knowledgebase.
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II.3.4. Mapping Chimera Modules into UTAP Modules

The next phase of the design of the new architecture focused on mapping Chimera

modules into the predefined UTAP modules shown in Figure 111. 1. The baseline system is

described by Table 111.2 and Table 111.3. Table 111.2 shows what Chimera module was

mapped to each UTAP module. Table 111.3 shows how internal features of the Chimera

OS have the functionality of certain UTAP modules. This system was chosen because it is

a simple telerobotic task.

Chimera Purpose Inputs Outputs Maps To
Module Name UTAP

Module
jtrackball gets the position commands from the trackball none QREF Operator Input

and converts them to joint position commands (Reference joint
positions)

PUMA pidg proportional, integral, derivative (PID) controller QREF QMEZ Robot Servo Control
for the PUMA manipulator. This controller (Reference joint (Measured joint

eliminates steady-state error in the commanded positions) positions)
joint positions.(joint-level) QAREF QA MEZ

(Reference joint (Measured joint
velocities) velocities)

TGRAV (gravity
compensation

torques)
gravcomp calculates the torques needed at each joint to QMEZ TGRAV (gravity Robot Servo Control

compensate for gravity.(joint-level) (Measured joint compensation
positions) torques)

Table 11L2. Baseline System Description

Chimera Function Maps To UTAP
Module(s)

Global State Variable Object Knowledgebase
Table

User Interface Status and Graphical
-Display

Scheduler Analysis and Diagnosis
and

Task Program
Sequencing

Table L3. Chimera Features That Map Directly To UTAP
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111.4. Implementing the Changes

The process of implementing the architectural decisions took much longer than I

expected. The Object Knowledgebase was picked to be the first module to be

implemented as a UTAP-compliant module because it is needed by all other UTAP-

compliant modules. Thejtrackball module was implemented next because of its simplicity

relative to the other modules. During coding of the first two modules, most of the

problems were identified and overcome. These problems and their resolution are

presented below.

111.4.1. General Problems in Implementation Phase

Most of the problems encountered were related to my initial unfamiliarity with the

C programming language and the Chimera operating system. I was quickly able to learn

about them, but some of the fine points had to be learned through trial and error. Also,

figuring out how to use the gicc compiler and what makefiles had to be changed to

recompile the system were other tasks which caused problems during this stage.

Pointers, which are used extensively throughout the code, were another source of

problems. The first pointer-related problem was just ensuring that the correct pointers

were being passed from one module to another. The second problem was much more

insidious and caused a major delay in getting any working code. The system would lock

up randomly, but always when I was using the gravity compensation UTAP module. In

the module, I had declared a structure as follows:
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typedef struct {
int qmezid; /* Object ID for QMEZ in Object Knowledgebase */
int tgrav-id; /* Object ID for TGRAV in Object Knowledgebase *1
float *Tgrav;
float *Qmez;

} RSCI_Local.t;

static RSClLocalt *local;

This compiled and appeared to work correctly, but after much investigation, I

eventually determined that it was the cause of the "random" lockups. Since I failed to

allocate memory for a variable of the structure type before declaring a pointer to the

structure type, I was getting a random pointer to somewhere in memory. When I wrote

data to a member of the structure, I was writing to that random memory address. If I

wrote to another module's memory space or to the operating system's space, then the

system would crash. I solved this problem by allocating a variable of the structure type,

declaring a pointer to the structure type, and then setting the pointer to point to the

variable, as shown in the code fragment below.

* create the local 'object' Data structure *1
static RSClLocalt *local;
static RSClLocalt localvar;

void ModuleName(void)
{

local = &localvar;
... more code ...

}

Once this change was applied to all of the modules I had written, the "random" lockup

problem stopped occurring.

Another problem which took a great deal of time to solve involved the Chimera

.rmod files. Since each of the Chimera/UTAP Interface Layer modules was implemented

as a Chimera module, each had a .rmod file. The first line of the .rmod file is the
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MODULE line. The name of the Chimera module, which should be the same as the

filename (without the .c extension), is placed on this line. When the Chimera command

"spawn modulename" is used to spawn a module, Chimera first looks at the file

"modulename.rmod" to get the frequency and the name of the actual module to spawn.

Since I was using an existing module as a basis for my new module, I copied the source

code and the .rmod file. After changing the source code, however, I neglected to change

the old module name to the new module name in the .rmod file. The result was that when

I tried to spawn my module, Chimera actually spawned the old module. This caused a lot

of problems because I thought my new module was working correctly for over a week

when it actually did not work at all. I was able to catch this error because I added a print

statement to my module and I noticed that it never printed out.

Another general problem was that no debugger was available to help determine

what was causing all of the errors discussed above. Instead, kprintf statements were used

to determine the state of the system at various points. Kprintf is a Chimera function which

provides the same functionality as the C printf statement. Kprintf, however, does not

cause the function invoking it to block and therefore lose control of the processor as does

the printf statement.

111.4.2. Object Knowledgebase

When I designed my new system, I planned to make the Object Knowledgebase, or

OK, a separate module. However, once I actually started implementing the module, I ran

into a problem with Chimera that forced me to change the design. Because of the way

Chimera handles the Global State Table, I could not find a good way of having a separate

module write directly to the Global State Variable Table.
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I spoke with Dr David Stewart, one of the creators of Chimera, to try to find a

way to do so [8]. He suggested that I should not use the "Direct Write" function that is

provided by Chimera because it was primarily included only for testing purposes. Without

this function, no module is able to write directly to the state table. The

Object Knowledgebase module needs to be a static artifact as is the GSVT. However, if

implemented as a Chimera module, it would be run cyclically, and so the data would only

be copied to and from the GSVT at that same frequency. I was concerned that other

modules might get incorrect data because of this situation. Therefore, I instead decided to

implement the OK in a distributed fashion.

Instead of being one separate module, I have implemented the OK in each of the

Chimera/UTAP Interface Layer, or CUIL, modules. Each CUIL module has functions to

handle calls to the Object Knowledgebase. I then slightly modified the standard UTAP

messages used to send and get data from the Object Knowledgebase to take the new

implementation into account. Instead of using the standard UTAP message

USOKATTRIBUTEQUERY, I have changed the form to

USOKXXXATTRIBUTE_QUERY, where XXX is the UTAP abbreviation for that

module. For instance, the Operator Input module would use the message

USOKOIATTRIBUTEQUERY. Although I have in effect added new messages to

the UTAP specification, this seemed to be the best solution.

1I.4.3. Operator Input

After solving all of the problems discussed above, this module was fairly easy to

code. The CUILL module handles reading from the trackball through the serial port. The
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gains and speed are read from the configuration .rmod file using Chimera system calls;

these values are requested by the UTAP OI module via a UTAP message.

111.4.4. Robot Servo Control

This module was written in two parts. First, I made the Chimera pumapidg

module UTAP-compliant. Next, I implemented the Chimera grav comp module. After

both of these modules were tested independently, I combined them into the UTAP RSC

module.

Whether gravity compensation is used or not is specified in the .rmod

configuration file for the CUlL module. Also, the UTAP messages

USAXISSERVOSTARTGRAVITYCOMPENSATION and

USAXISSERVOSTOPGRAVITYCOMPENSATION can be issued to start or stop

gravity compensation at any time while the system is running. Note that these messages

can be issued by another module or the user can change the value directly in the

configuration file.

111.5. Testing the Changes

I tested each UTAP module in isolation. By this I mean that only one UTAP

module at a time was in use in the system. All other modules were the existing Chimera

modules that had already been tested.

111.5.1. Simulation

I tested the Object Knowledgebase and the Operator Interface modules using

simulation. I did this to ensure that they were working properly so that the robot would

not be damaged in the case of an accident. The existing Chimera module psimpidg was
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used for the simulation. This module reads the commanded position and returns the

updated measured position.

111.5.2. Informal Testing

Once a module was completed and compiled correctly, it was tested informally.

This informal testing involved using the trackball to move the robot or the simulated

robot. I used display test.c, another program that I wrote, to view various values from

the GSVT for this testing. This testing was informal because there was no structure to the

tests; they were simply used to gain confidence that the modules were actually working

correctly before formally testing them.

IIM.5.3. Formal Testing

I formally tested each module in the following manner:

1) I chose ten predefined positions and orientations.

2) The UTAP module under test was the only UTAP module spawned; all other

modules were the existing chimera modules.

3) From the home position, the robot was commanded to each of the ten

positions and orientations using the Chimera trjjgen module, which generates a

trajectory. Table 111.4 lists some of the important predefined positions.

4) I compared the final position to the commanded position.

Position Name Joint 1 Joint 2 Joint 3 Joint 4 Joint 5 Joint 6
Home 0.0 -1.5708 1.5708 0.0 0.0 0.0
Data Initial 0.0 -2.36 2.36 0.0 0.0 0.0
Data Final 1.5708 -1.5708 0.524 0.0 0.0 0.0
Offboard 0.0 -1.5090 2.800 0.0 0.058 0.0
NBoard 0.0 -1.8090 0.3490 0.0 -0.078 0.0

Table 11.4. Predefined Positions
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This testing method ensured that each of the modules worked correctly when used

alone. After I verified that each module was operating correctly, I spawned all of the

available UTAP modules and repeated the testing procedure. This was done to ensure

that the UTAP modules worked together without any system-level conflicts.

1H.6. Measuring Performance

111.6.1. Missed Cycles

Once all of the UTAP modules were tested, performance data needed to be

collected. Originally, I intended to use the number of missed cycles as a metric; however,

UTAP did not impact the system performance as much as I had anticipated, so no missed

cycles occurred in the baseline configuration using the existing gains. Chimera keeps track

of missed cycles, so this data would have been easy to obtain and obtaining it would not

have impacted the system performance at all.

111.6.2. Step Response

Since I could not use the missed cycle metric to quantify performance, I had to

come up with a different measurement to determine how UTAP impacts performance. I

decided to use the step response of the robot as a measure of the system performance

because it shows the overall system performance. Step response shows how the robot

responds over time to a commanded position. Instead of focusing only on the software

performance, I was able to see the entire system performance by using the step response.

Using an exisiting module called track, I collected data using the following procedure:

1) I spawned the Chimera modules track and trjjgen and the UTAP module RSC.

Note that RSC includes the grav comp, puma pidg, and Object
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Knowledgebase functionality. Gravity compensation was turned on and the

gains were set as shown in Table 111. 5.

2) I commanded the robot to the DataInitial position (See Table 111.4).

3) I turned on the track module. This module starts to record data when the

commanded and actual positions differ, so it did not immediately start

recording data.

4) I commanded the robot to the DataFinal position with a speed of 1.5 seconds.

See Table 111.4. The track module recorded data until the actual positions

matched the commanded positions. Note that the end points were chosen so

that the trajectory between them would excite the dynamics of the robot.

Although joints 4, 5, and 6 are not commanded to change, these joints are

affected by the dynamic forces and so the controller must compensate for these

forces.

5) Steps 2, 3, and 4 were repeated two more times. The first time, the trajectory

duration was 3 seconds; the second time it was 5 seconds. Thus, the trajectory

was tested at slow, nominal, and fast speeds.

Joint Position Gain, Kp Velocity Gain, K, Integral Gain, Ki
1 4000 80 5
2 11000 114 5
3 3000 25 5
4 500 25 5
5 310 12 5
6 300 17 5

Table 11L5. Gains Used for Testing and Data Acquisition
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IH.7.Summary

This chapter has described the UTAP specification, the pre-UTAP AFIT

architecture, and the process by which the AFIT robotic system was made UTAP-

compliant. In discussing the AFIT architecture, the Chimera Real-Time Operating System

was explained. This chapter also presented the procedures by which the UTAP-compliant

system was tested and how performance was measured. In the next chapter, I analyze the

data collected using these procedures.
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IV. Analysis

IV.1. Commanded versus Actual Position Error

From the data collected using the procedure described in Chapter III, I calculate

and plotted the error between commanded and actual position of each joint for each

trajectory. Each joint has three plots since each plot shows the error for the existing ART

controller and for the UTAP-compliant controller for one of the three trajectories. The

plots for the nominal trajectory are shown in Figures IV.1 through IV.6, while all of the

plots can be found in Appendix D. As can be seen from the figures, each plot shows the

error curves for both controllers. The error in radians is plotted against the cycle of the

periodic task which recorded the data (Note: 1 = 0.0175 radians). The cycle can be

equated to time because the task recorded data once each cycle and it was executed at a

frequency of 50 Hz. The plot shown in Figure IV. 1 shows that both controllers had error

but converged to the steady-state condition of no error. Figures IV.2 through IV.6 show

similar results.

Each of the plots shows a common trend. For the slow trajectory, the UTAP

controller has a spiky curve for about the first 250 cycles; this type of curve also occurs

for about the first 100 cycles during the nominal trajectory and for the first 50 cycles for

the fast trajectory. This type of curve can be explained by noting that the gains used while

recording this data have been tuned for the old AFIT controller and not for the new UTAP

controller. Gain tuning is a process by which the controller gains are adjusted to optimum

values for a particular system.
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Figure IVA1. Error Plot for Joint 1 at Nominal Trajectory
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Figure IV.2. Error Plot for Joint 2 at Nominal Trajectory
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IV.2. Analysis

The plots in Appendix D show the error as a function of time, while Tables IV. 1,

IV.2, and IV.3 show the integral error which occurred during the 500 cycles of data

collection. I calculated the integral error by summing the absolute value of the error

measurement at each cycle. As can be seen in the tables, the new UTAP compliant

controller had slightly less total error than the ART controller for joints 1 and 3 at each

trajectory, but the UTAP controller had more error for the other joints at all trajectories.

Also, in every case for joints 4, 5 and 6, the UTAP controller had much greater error than

did the AFIT controller.

I calculated the percent difference of error using the equation

PercentDifference 100 ( UTAPControllerError - AFITControllerErrorPercentTAPeoetro : 100 × -

As Tables IV. 1, IV.2, and IV.3 show, the UTAP controller had a much greater total error

than did the AFIT controller. However, the joint 6 error accounts for much of this total

error. If the joint 6 error is not included, the total percent difference of error drops to

14.07%, 17.41%, and 28.58%, respectively. If the error for joints 4, 5 and 6 are excluded,

the UTAP controller actually has less total error than the AFIT controller. The percent

differences of error for this case are -1.80%, -2.45%, and -0.97%, respectively.

Joint 1 Joint 2 Joint 3 Joint 4 Joint 5 Joint 6 Total
Error

AFIT Controller 1.8189 0.7853 1.0213 0.0000 0.0000 0.0000 3.6255
UTAP 1.7497 0.9547 0.8569 0.5317 0.1558 95.2280 99.4768
Controller
Percent -3.96 17.74 -19.16 100 100 100 96.36
Difference

Table IV.1. Integral Error for Slow Trajectory
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Joint 1 Joint 2 Joint 3 Joint 4 Joint 5 Joint 6 Total
Error

AFIT Controller 2.3471 0.8405 1.2949 0.0115 0.0001 0.0377 4.5318
UTAP 2.2042 1.1034 1.0679 0.8692 0.2423 104.7391 110.2261
Controller
Percent -6.48 23.83 -21.22 98.68 99.94 99.96 95.89
Difference

Table IV.2. Integral Error for Nominal Trajectory

Joint 1 Joint 2 Joint 3 Joint 4 Joint 5 Joint 6 Total
Error

AFIT Controller 2.9696 1.1653 1.6241 0.0000 0.0000 0.0000 5.759
UTAP 2.8886 1.3002 1.5148 1.6659 0.4419 1.3951 9.2065
Controller
Percent -2.80 10.38 -7.22 100 100 100 37.45
Difference

Table IV.3. Integral Error for Fast Trajectory

IV.3. Summary

The performance of the UTAP-compliant and the pre-UTAP architectures was

presented and compared using the step response and the integral error of the step

response. The collected data shows that the UTAP-compliant sytem had worse overall

performance than the non UTAP-compliant system, but I believe this performance

degradation can be improved with gain tuning.
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V. Conclusions and Recommendations

V.1. Conclusions

The work performed during this research project leads to several conclusions

about the UTAP architecture. The primary conclusion is that the UTAP architecture can

be implemented and it will work using the Chimera operating system and the PUMA 560

manipulator. Since the architecture is designed to be system-independent, this conclusion

can be generalized. Assuming that an interface layer similar to the Chimera/UTAP

Interface Layer can be implemented on an arbitrary system, then the UTAP software

architecture can also be implemented on that system.

Another conclusion is that the system performance is adversely affected by the

UTAP architecture. Both the message-passing and the interface layer contribute to the

degradation by adding overhead to the processor. However, the data collected is

insufficient to determine how much of the degradation is due to message-passing and how

much is due to the interface layer. Also, even though the error is increased, the

commanded task was still performed in the time required. Thus, for a soft real-time

system such as the AFIT robot, the difference in error may not matter as long as the task

or application is still accomplished by a UTAP-compliant system in the time required.

UTAP is a good effort to try to standardize telerobotic system development in an

open, portable manner using software engineering principles. Though the UTAP

specification has some inconsistencies and it does not address all issues, it is a vehicle to

achieve standardization in the robotics community much as the IBM PC Bus eventually
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caused a standardization among PC components. Such standardization helps achieve the

goals of lowering cost, improving reliability, and increased component availability.

In general, the implementation of a UTAP-compliant system is not trivial due to

the generality of the UTAP specification. Because the specification is not yet finalized, the

implementor must make many decisions which may make the code incompatible with

another implementation. One example of this type of decision is the format of the

configuration file.

V.2. Recommendations

V.2.1. Recommendations for Future Research

A follow-on study should analyze the code produced in this thesis project. The

delay associated with the code should be analyzed analytically using a technique such as

rate monotonic analysis. Also, more data should be collected so that the performance

impacts can be identifed more clearly.

In order to get more data on the difficulty of implementing UTAP and on how it

affects performance, a project similar to this thesis effort should be conducted using a

different operating system but the same hardware and the C language. Since AFIT will be

receiving a copy of VxWorks from the vendor and it supports our current hardware, I

recommend implementing UTAP using the VxWorks operating system. The main issues

to be dealt with in this project would be: 1) the necessity and design of an interface layer

for this OS; 2) what telerobotic task to implement; and 3) how to measure performance.

The third issue is important because there is a need to separate the message-passing

performance impact from the interface layer impact. An analytical technique such as rate
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monotonic analysis may be useful in this regard. Also, there will not be any existing

working code to use as a benchmark to test the UTAP modules against.

To get even more data, a similar experiment should be performed using a different

robotic system. AFIT already has the Adept robot, which uses a proprietary OS and

language. The same issues mentioned above would apply to this project. A project of this

type would show the language-, operating system-, and robotic system-independence of

the UTAP specification.

Implementing a UTAP compliant system using a programming language other than

C would prove beneficial because it would show that the UTAP specification is truly

language-independent. I would recommend using Ada if possible. Again, all of the above

comments apply. In addition, an operating system which supports Ada would have to be

used.

Any of the projects discussed above should also strive to implement more of the

features of the UTAP specification that were not implemented in this thesis project.

Implementing a system-level configuration file to describe what components are present

and to show the relationships among modules would allow the system to be more

powerful and more easily reconfigurable.

Another feature that should be implemented is to support posting of messages that

each module will respond to. This feature will allow the UTAP implementation to be

more stable when confronted with a UTAP module which passes a non-implemented

message.

Finally, any new UTAP implementation should implement more messages so that a

clear picture of the performance impact of the message-passing may not be seen. In other
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words, the more message-passing that occurs, the better we can observe the impact on the

system from these messages.

V.2.2. Recommendations to Improve the UTAP Specification

The specification should clearly define what UTAP compliance means and come

up with a meaningful way of measuring it. Without such a definition, it will be hard to

compare different implementations of UTAP and to determine what a claim of "UTAP-

compliant" means.

The module responsibilities need to be defined more clearly and more precisely. If

the responsibilities are better defined, there will be less variance in how modules

implemented by different people perform the assigned tasks.

Message meanings and parameters also need to be more clearly defined. For many

messages, the implementor has to decide the function of the message simply by looking at

the message name and the parameter list. Similarly, some of the parameters have unclear

names and functions. Also, listing the intended purpose or function of each message may

prevent an implementor from adding a new message to perform the same task as an old

message that the implementor did not understand.

The configuration file formats and the how-to-pass part of the interface need to be

defined explicitly. If these features are left undefined, then different implementors may

choose different formats and then UTAP modules will no longer be transportable from one

system to another.

Finally, the UTAP document [6] is "C-centric", but the specification is intended to

be language-independent. Thus, I recommend modifying the examples and the messages
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into a different format. This will remove the suggestion that C should be used to

implement UTAP.

V.3. Summary

This thesis project has investigated the UTAP software architecture by

implementing a UTAP-compliant system and measuring the performance. The results of

this thesis will assist the Air Force in determining whether the UTAP specification should

be adopted as an Air Force standard. This thesis effort has shown that the UTAP

architecture is valid but that it lacks maturity and its implementation on an existing system

is not trivial. This thesis also discusses issues that an implementor may face when a

system is changed to be compliant with the UTAP specification. Figure V. 1 summarizes

the conclusions of this thesis. Figure V.2 summarizes my recommendations for future

research, and Figure V.3 summarizes my recommendations for the UTAP specification.

Conclusion

I UTAP can be implemented on an arbitrary system (with the use of an interface layer)

2 System performance is adversely affected by the UTAP architecture

3 UTAP is a good effort to try to standardize telerobotic system development in an open, portable manner

4 Implementation of a UTAP-compliant system is not trivial due to the generality of the UTAP specification

Figure V.1. Summary of Conclusions
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Research Recommendation

1 Further analyze code produced in this thesis project

2 Implement UTAP using a different operating system

3 Implement UTAP using a different robotic system

4 Implement UTAP using a different programming language

5 Implement more of the features from the UTAP specification

6 Implement more of the messages defined by the UTAP specification

Figure V.2. Summary of Research Recommendations

Recommendation for UTAP Document

1 Clearly define UTAP-compliance and how to measure it

2 Define module responsibilities more clearly

3 Define message and message parameter meanings more clearly

4 Define the configuration file formats

5 Define how data will be passed between modules (how-to-pass)

6 Remove perception that C language is required by reformatting examples and messages

Figure V.3. Summary of Recommendations for UTAP Specification
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APPENDIX A

Chimera/UTAP System User's Manual

Note: User input and system prompts are shown in a different font than the rest of the text. User input is
also shown in boldface. Text in italics represents a placeholder for some other text (i.e., a
variable name).

Steps:

1. Log in to Gepetto at the system prompt. Gepetto is the only workstation that can be
used to run the PUMA robot.

2. Change to the -/chimera/bin directory by using the following command at the UNIX
prompt:

gepetto:@-/chimera/bin> cd chimera/bin

3. Ensure that the VMEbus is powered on.

4. Start the Chimera system by typing the following command at the UNIX prompt:

gepetto:@-/chimera/bin> chim

4. Calibrate the PUMA robot by typing the following at the Chimera prompt:

CHIM:control> ex calibrate

This command will execute the calibrate command that is stored in the -/chimera/bin
subdirectory.

5. Start the main system, tmain. This is accomplished by running a script which contains
the following lines:

attach control
attach crusher
kill all
select control
download tmain
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The script is executed by typing the following at the Chimera prompt:

CHIM:control> <Go

6. Once the script has completed, the tmain program is downloaded on the real-time
processing units (RTPUs). To start the progam, type the following command at the
Chimera prompt:

CHIM:control> go all

This command will start up the SBS system and will result in the SBS prompt.

7. Spawn any necessary modules and then turn them on. The script UTAP_Example will
spawn the following modules: int_RSC, intjtrackball, and trjjgen. The intPUMApidg
module will be turned on. The script contains the following commands:

spawn crusher int_RSC
spawn control intjtrackball
spawn control trjjgen
on intRSC

The script is executed by typing the following at the SBS prompt:

SBS tmain<none> <UTAPexample

8. Either of the trjjgen or intjtrackball modules can be turned on to cause the robot to
change position. DO NOT turn both modules on at the same time as they both attempt to
write values that will cause motion. Unpredictable motion may result if this occurs, and
the robot may be damaged because of this.

To turn on the trajectory generator module trjjgen, type the following at the SBS
prompt:

SBS tmain<some-module> on trjjgen jlval j2_val j3 val j4_val j5_val

j6._val duration speed

or use a script. Similarly, to turn on the trackball module intjtrackball, type:

SBS tmain<some-module> on intjtrackball

51



Some scripts exist which will use the trjjgen module. A few of these scripts are shown
below:

<Offboard - on trjjgen 0.0 -1.5090 2.8000 0.0 0.058 0.0 5.0 3
<Board on trjjgen 0.0 -1.3090 2.8000 0.0 0.058 0.0 5.0 3
<NBoard - on trjjgen 0.0 -1.8090 0.3490 0.0 -0.078 0.0 7.0 3
<Home - on trjjgen 0.0 -1.5708 1.5708 0.0 0.0 0.0 5.0 3

9. The trjjgen module will automatically turn off when the error between commanded and
actual position is within a certain value. The intjtrackball and int_PUMApidg modules,
as well as any other modules which may have been used during the Chimera session, must
be turned off manually by using the following command at the SBS prompt:

SBS tmain<some-module> off module-name

10. When the session is finished, each module must be turned off as in step 9, then each
module must be killed by typing the following command at the SBS prompt:

SBS tmain<some-module> kill module-name

11. Once all modules are killed, exit the SBS system by typing the following at the SBS
prompt:

SBS tmain<none> quit

12. Exit Chimera by typing the following at the Chimera prompt:

CHIM:control> quit

13. Logout of the system by typing the following at the Unix prompt:

gepetto:@-/chimera/bin> logout

Miscellaneous Chimera Commands:
To see what tasks exist and what state they are in, as well as information on missed

cycles, execution frequency, etc., type the following command at the SBS prompt:

SBS tmain<some-module> status

To view the Global State Table, type the following command at the SBS prompt:

SBS tmain<some-module> display all
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For a list of available modules, type the following command at the SBS prompt:

SBS tmain<some-module> mod

For a list of commands available in Chimera, type the following command at the SBS
prompt:

SBS tmain<some-module> ?

For help with a particular command, type the following command at the SBS prompt:

SBS tmain<some-module> help command-name

53



APPENDIX B

Chimera/UTAP System Programmer's Manual

Note: User input and system prompts are shown in a different font than the rest of the text. User input is
also shown in boldface. Text in italics represents a placeholder for some other text (i.e., a
variable name).

Steps:

1. Log in to Gepetto or any other workstation on the Hawkeye network.

2. If any Chimera modules need to be edited, then change to the -/chimera/src/module
directory by using the following command at the UNIX prompt:

gepetto: @-/chimera/bin> cd -Ichimeralsrclmodule

Edit any Chimera modules that need to be changed by using any text editor. The
Makefile in this directory needs to be updated to include any new Chimera modules that
are to be included. The Makefile will be used to compile the final system, so only modules
that are referenced in the Makefile will be compiled.

3. If any changes to the .rmod file, which is the Chimera configuration file, need to be
made, then change to the -/chimera/module directory by using the following command at
the UNIX prompt:

gepetto:@-/chimera/bin> cd -/chimeralmodule

Edit the .rmod files that need to be changed by using any text editor. Make sure that
the "MODULE" line in the .rmod file references the correct module name or else
problems may occur.

4. If any UTAP modules need to be edited, then change to the -/chimera/src/libutap
directory by using the following command at the UNIX prompt:

gepetto:@-/chimera/bin> cd -chimeralsrcllibutap

Edit any UTAP modules that need to be changed by using any text editor. The
Makefile in this directory needs to be updated to include any new UTAP modules that are
to be included. The Makefile will be used to compile the final system, so only modules
that are referenced in the Makefile will be compiled.
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5. The final Makefile which links in all necessary components is located in the
-/chimeralsrc/main directory. Change to this directory by using the following command at

the UNIX prompt:

gepetto:@-/chimera/bin> cd -chimeralsrclmain

Ensure that all Chimera and UTAP modules that are needed are referenced in this
Makefile. If a module is missing, then Chimera will generate an error message when the
missing module is spawned.

6. If no new modules are being added to the system (i.e., only changes to existing
modules are being made), then none of the Makefiles will need to be updated.

7. Change to the -/chimera/src directory and then make the system by using the
following commands at the UNIX prompt:

gepetto:@-/chimera/bin> cd -Ichimeralsrc
gepetto: @-/chimera/bin> make

Any compilation or linking errors must be corrected. If there are no errors, then the gicc
compiler will be used to compile and link the system. The tmain program is the final
product of this step.
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APPENDIX C

UTAP Messages

Note: Bold and Italicized messages have been implemented in this Thesis Project.

GENERIC (42) USAXISSERVO USE ABSVELOCITYMODE
US STARTUP US AXISSERVOUSERELVELOCITYMODE
US SHUTDOWN US AXIS SERVO USE PID
USRESET USAXISSERVOUSEFEEDFORWARD TORQUE
US ENABLE US_AXISSERVO USE CURRENT
*US DISABLE US AXIS SERVO USE VOLTAGE
US ESTOP USAXISSERVO USESTIFFNESS
*US START US AXIS SERVO USE COMPLIANCE
US STOP US AXISSERVO USE IMPEDANCE
US ABORT *US AXISSERVOSTART GRAVITY
US HALT COMPENSATION
*US INIT *US AXIS SERVO STOP GRAVITY
US HOLD COMPENSATION
USPAUSE US AXISSERVOLOADDOF
USRESUME SAXIS_SERVO LOAD CYCLE TIME
US ZERO S AXIS SERVO LOAD PID GAIN
US BEGINSINGLESTEP S AXIS SERVO LOAD JOINT LIMIT
USNEXT SINGLE STEP SAXISSERVO-LOADVELOCITY LIMIT
USCLEAR SINGLE STEP S-AXIS-SERVO-LOAD-GAIN LIMIT
US-BEGINBLOCK USAX1SSERVOLOAD DAMPINGVALUES
US-END_ BLOCK US-AXISSERVOHOME
US-BEGINPLAN USAXISSERVOSET BREAKS
USEND PLAN USAXISSERVOCLEAR BREAKS
US-USE_-PLAN USAXISSERVO-SET T(RQUE
US BEGIN MACRO US AXIS SERVO SETCURRENT
US-END MACRO US-AXIS-SERVOSETVOLTAGE
US USE MACRO US AXIS SERVOSETPOSITION
USBEGINEVENT US AXIS SERVOSETVELOCITY
USEND EVENT US-AXIS-SERVOSETACCELERATION
US-MARK BREAKPOINT US-AXIS-SERVOSETFORCES
USMARKEVENT USAXISSERVOJOG
USGET S-ELECTION ID US-AXIS-SERVO-JOGSTOP
US _POSTSELECTIONID
USUSESELECTION TOOL (14)
USUSEAXIS_MASK USSPINDLERETRACTTRAVERSE
US USE EXT ALGORITHM US SPINDLELOADSPEED
US LOAD _EXTPARAMETER USSPINDLE STARTTURNING
*USGET EXT DATAVALUE USSPINDLE STOP TURNING
US POSTEXTDATA VALUE USSPINDLERETRACT
USSETEXTDATAVALUE USSPINDLE_ORIENT
US LOAD STATUS TYPE US SPINDLE LOCK Z
USLOADSTATUS-PERIOD US-SPINDLEUSEFORCE
USGENERICSTATUSREPORT USSPINDLEUSENOFORCE

US FLOWSTARTMIST
ERRORS (9) USFLOWSTOPMIST

USERROR COMMAND NOTIMPLEMENTED USFLOWSTARTFLOOD
USERROR COMMAND_-ENTRY USFLOWSTOPFLOOD
USERRORDUPLICATENAME USFLOWLOADPARAMETERS
US ERROR BAD DATA
US-ERROR-NO _DATAAVAILABLE SENSOR (45)
US ERROR SAFETY VIOLATION USSTARTTRANSFORM
*US ERROR LIMIT EXCEEDED US-STOP TRANSFORM
US ERROR_OVERSPECIFIED USSTARTFILTER
USERRORUNDERSPECIFIED USSTOPFILTER

USSENSORUSEMEASUREMENTUNITS
AXIS SERVO (34) USSENSORLOADSAMPLINGSPEED

USAXISSERVOUSEANGLEUNITS USSENSORLOADFREQUENCY
USAXISSERVOUSERADIANUNITS USSENSORLOADTRANSFORM
USAXISSERVO USEABSPOSITIONMODE USSENSORLOADFILTER
USAXISSERVOUSERELPOSITIONMODE US SENSOR GET READING
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US SENSOR GET ATTRIBUTES READING US TLC STOPAUTOMATICMOTION
US-VECTOR-SENSOR GET READING USTLCSTART TRANSVERSE MOTION
US-FT SENSOR POST-READING USTLCSTOP TRANSVERSE MOTION
US SCALAR_S -ENSORPOSTREADING US_-TLC_-STARTGUARDED_-MOTION
US VECTOR SENSOR POST READING US TLC STOPGUARDEDMOTION
US-2D SENSOR LOAD _ARRAYPATTERN US-TLCSTARTCOMPLIANTMOTION
US 2D SENSOR-USE_ ARRAYTYPE US-TLCSTOPCOMPLIANTMOTION
US 2D SENSOR-GET-READING US-TLC-STARTFINEMOTION
US 2D SENSOR-POSTREADING US-TLC-STOPFINEMOTION
US IMAGE USE-FRAMEGRABMODE US-TLC-STARTMOVEUNTILMOTION
US-IMAGE-USE-HISTOGRAMMODE US-TLC-STOPMOVEUNTILMOTION
US-IMAGE-USE-CENTROIDMODE US-TLC-STARTSTANDOFFDISTANCE
US-IMAGE-USE-GRAYLEVELMODE US-TLC-STOPSTANDOFFDISTANCE
US-IMAGE-USE-THRESHOLDMODE US-TLC-STARTFORCEPOSITIONINGMODE
US-IMAGE-COMPUTESPATIALDERIVATIVES USTLC-STOPFORCEPOSITIONINGMODE

MODE USTLC_-LOADDOF
USIMAGE COMPUTETEMPORAL USTLCLOADCYCLETIME

DERIVATIVES MODE US-TLCLOAD-REPRESENTATIONUNITS
US IMAGE USE SEGMENTATIONMODE US-TLCLOADLENGTHUNITS
US IMAGEUSERECOGNITIONMODE US-TLC-LOAD-RELATIVEPOSITIONING
USIMAGECOMPUTE RANGE MODE USTLCZERORELATIVEPOSITIONING
USIMAGE-COMPUTE-FLOWMODE US-TLC-ZERO-PROGRAMORIGIN
USIMAGELOAD CALIBRATION USTLCLOADKINEMATIC RING
US-IMAGESETPOSITION POSITIONING MODE
US-IMAGE-ADJUST POSITION US TLC LOADBASEPARAMETERS
US IMAGEADJUSTFOCUS US TLC LOAD TOOL PARAMETERS
USIMAGEPOST SPECIFICATION USTLCLOADOBJECT
US IMAGEPOSTPLXELMAPREADING USTLCLOADOBJECTBASE
US IMAGE-POST-HISTOGRAMREADING US-TLC-LOAD-OBJECT-OFFSET
US-IMAGE-POST-XYCHARREADING US-TLCLOAD-DELTA
USIMAGE POST BYTE SYMBOLIC READING US TLC LOAD OBSTACLE VOLUME
US-IMAGE-POST-THRESHOLDREADING US TLCLOADNEIGHBORHOOD
US-IMAGEPOST-SPATIALDERIVATIVE US-TLC-LOADFEEDRATE

READING US-TLC-LOADTRAVERSERATE
USIMAGE POSTTEMPORALDERIVATIVE USTLCLOAD-ACCELERATION

READING US TLC LOADJERK
US IMAGEPOSTRECOGNITIONREADING USTLCLOADPROXIMITY
US-IMAGEPOSTRANGEREADING USTLCLOAD-CONTACTFORCES
US-IMAGE-POST-FLOWREADING US TLCLOAD-JOINTLIMIT

US TLC LOAD CONTACTFORCELIMIT
PROGRAMMABLE 10(11) USTLCLOAD _CONTACTTORQUELIMIT

US P1O ENABLE US TLC LOADSENSORFUSIONPOSLIMIT
US PIO DISABLE US TLC LOAD-SENSOR-FUSION-ORIENTLIMIT
US PIO SET MODE US_TLCLOADSEGMENTTIME
US PIO CONTROLWRITE US TLC LOADTERMINATIONCONDITION
US PlO LOADSCALE US-TLCINCRVELOCITY
US PlODATA WRITE US TLC INCR ACCELERATION
*US PIO DATA_READ USTLCSET GOAL POSITION
US PIO BIT READ USTLCGOAL SEGMENT
US PlO BIT SET USTLCADJUST AXIS
US PIO TOGGLEBIT USTLCUPDATESENSOR FUSION
USPIOPOSTDATA USTLCSELECT-PLANE

USTLCUSE CUTTER RADIUS COMPENSATION
TASKLEVELCONTROL (78) US_-TLC-START CUTTER RADIUS_

US TLC USE JOINT REFERENCE FRAME COMPENSATION
US-TLC-USECARTESIANREFERENCE FRAME USTLC STOP CUTTER RADIUS
USTLCUSEREPRESENTATION UNITS- COMPENSATION
US-TLC-USEABSOLUTEPOSITIONING MODE US TLC STRAIGHTTRAVERSE
USTLCUSERELATIVE POSITIONING MODE USTLCARC FEED
US-TLC-USEWRISTCOORDINATEFRAME US-TLC-STRAIGHTFEED
US-TLC-USE-TOOLTIPCOORDINATEFRAME USTLC-PARAMETRIC_2DCURVEFEED
US-TLC-CHANGETOOL US-TLC-PARAMETRIC_3DCURVE-FEED
US-TLC-USEMODIFIEDTOOLLENGTH US-TLC-NURBSKNOTVECTOR

OFFSETS US TLC NURBSCONTROLPOINT
US TLC USE NORMALTOOLLENGTHOFFSETS US TLCNURBSFEED
US-TLC-USE-NO TOOLLENGTHOFFSETS US-TLC-TELEOPFORCEREFLECTIONUPDATE
US-TLCUSEKINEMATICRINGPOSITIONING

MODE TASK DESCRIPTION (10)
USTLCSTARTMANUALMOTION US-TDS LOADUSER
US-TLC-STOPMANUALMOTION US-TDS-SELECTPROGRAM
US-TLC-STARTAUTOMATICMOTION US-TDS-EXECUTEPROGRAM
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US TDS SELECT OPERATION USOK ATTRIBUTERESPONSE
US TDS SELECTOPMODE
US-TDSLOADSELECTIONS TRAJECTORYDESCRIPTION (15)
US TDS LOADREFERENCEUNITS US TRD OPEN
US TDS LOAD-RATEDEFAULTS USTRDERASE
US_-TDSLOAD_-ORIGIN US_TRDRECORD
USTDSLOADSENSINGDEFAULTS US TRD RECORD ON

US TRD RECORDOFF
TASKKNOWLEDGE (4) US_TRDFIND

US TK DEFINEFRAMEWORK USTRDNEXT
US TK MACROCREATE US TRD PREVIOUS
US TK MACRODELETE USTRDDELETE
USTKMACRO MODIFY USTRD NAMEITEM

US TRD DELETEITEM
PARENTTASKPROGRAM SEQUENCING (7) USTRD -SET JOINTMODE

US PTPSSELECTAGENT US_-TRD_-SETCARTESIANMODE
US PTPSSELECTTOOL US TRD MODIFY
US PTPS SELECT SENSOR USTRDADDELEMENT
US PTPS INTERP RUN PLAN
US-PTPSINTERPHALTPLAN ANALYSISDIAGNOSISSYSTEM (1)
US-PTPSINPUT REQUEST USADSCOLLISIONDETECTED
USPTPS OUTPUTENABLESUBSYSTEM

UTAPDATADEFS (34)
TASKPROGRAM-SEQUENCING (10) US POSTID

US TPS FREESPACEMOTION US-GETOBJECT_ID
US TPS GUARDED MOTION USUSE OBJECT
US TPS CONTACT-MOTION US GET FEATURE
US TPS SET SUPERVISORYMODE US USE FEATURE
US TPS SELECTFEATURE USGETVALUE
US TPS SELECTMATERIAL USPOSTVALUE
USLOAD OBSTACLE USGET LIST
USLOADPATTERN USPOST LIST
USTPS _ MARK EVENT USATTRIBUTE POSTRESPONSE
USTPSENABLE USATTRIBUTEGETTIME

* US_ATTRIBUTE GET POSITION

OPERATOR INTERFACE (9) US_ATTRIBUTE GETORIENTATION
US BEGIN FRAMEWORK USATTRIBUTEGETPOSE
US-END FRAMEWORK US ATTRIBUTEGETVELOCITY
US CREATE FRAMEWORK US ATTRIBUTEGETACCELERATION
US DELETE FRAMEWORK US ATTRIBUTEGETJERK
US-ADD SYMBOLICITEM US-ATTRIBUTE-GET-FORCE
US-DELETESYMBOLIC ITEM USATTRIBUTE-GET TORQUE
US ADDSYMBOLICITEMATTR US ATTRIBUTEGETMASS
US-DELETESYMBOLICITEMATTR US-ATTRIBUTE-GET-TEMPERATURE
US-SETSYMBOLICITEMATTR US-ATTRIBUTE-GET-PRESSURE

US ATTRIBUTEGETVISCOSITY
OBJECTMODELING (3) US_ATTRIBUTEGETLUMINANCE

US OM CREATE US ATTRIBUTE GET HUMIDITY
US OM DELETE US ATTRIBUTE GET FLOW
US OM MODIFY US ATTRIBUTEGET HARDNESS

US ATTRIBUTEGET ROUGHNESS
OBJECT CALIBRATION (4) USATTRIBUTEGET GEOMETRY

US O-C SET CALIB US ATTRIBUTEGET TOPOLOGY
US OC GET CALIB USATTRIBUTEGETSHAPE
US OC SET ATTR US ATTRIBUTE GET PATTERN
USOCGETATTR US ATTRIBUTE GETMATERIAL

US ATTRIBUTEGET KINEMATICS
OBJECTKNOWLEDGE (9)

US OK RECORD MESSAGES ADDED FOR THIS
US OK PLAYBACK
US OK CREATEOBJ PROJECT
us_-OK_-DELETEOBJ
US OK MODIFY (NOT IN UTAP SPECIFICATION)
*US OK MODIFY ATTRIBUTE *US RSC LOAD TORQUES
*US OK ATTRIBUTE QUERY *US RSC CHECKROBOT POWER
*US OK OUTPUTREGISTEREDOBJ ID *USERRORROBOT POWER

58



APPENDIX D

Step Response Error Plots
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Joint 1 Error for Nominal Trajectory
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Figure D.1. Joint 1 Error for Nominal Trajectory
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Joint 2 Error for Nominal Trajectory
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Figure D.2. Joint 2 Error for Nominal Trajectory
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Joint 3 Error for Nominal Trajectory
0.006

0.004 S......

0.002

0
o 02, ; 0 0 0 0 0C) ) ) 0 C) 0 0t 0

LO LO C) Nf C) to

-;-0.002

V

LU-0.004

-0.006

-------------------- ARIT Error Joint 3
UTAP Error Joint 3

-0.008

-0.01

-0.012 Cycles

Figure D.3. Joint 3 Error for Nominal Trajectory
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Joint 4 Error for Nominal Trajectory
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Figure D.4. Joint 4 Error for Nominal Trajectory
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Joint 5 Error for Nominal Trajectory
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Figure D.5. Joint 5 Error for Nominal Trajectory
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Joint 6 Error for Nominal Trajectory
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Figure D.6. Joint 6 Error for Nominal Trajectory
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Joint 1 Error for Fast Trajectory
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Figure D.7. Joint 1 Error for Fast Trajectory

66



Joint 2 Error for Fast Trajectory
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Figure D.8. Joint 2 Error for Fast Trajectory
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Joint 3 Error for Fast Trajectory
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Figure D.9. Joint 3 Error for Fast Trajectory
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Joint 4 Error for Fast Trajectory
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Figure D.10. Joint 4 Error for Fast Trajectory
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Joint 5 Error for Fast Trajectory
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Joint 6 Error for Fast Trajectory
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Figure D.12. Joint 6 Error for Fast Trajectory
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Joint 1 Error for Slow Trajectory
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Figure D.13. Joint 1 Error for Slow Trajectory
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Joint 2 Error for Slow Trajectory
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Figure D.14. Joint 2 Error for Slow Trajectory
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Joint 3 Error for Slow Trajectory
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Joint 4 Error for Slow Trajectory
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Figure D.16. Joint 4 Error for Slow Trajectory
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Joint 5 Error for Slow Trajectory
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Figure D.17. Joint 5 Error for Slow Trajectory
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Joint 6 Error for Slow Trajectory
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Figure D.18. Joint 6 Error for Slow Trajectory
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UTAP and Interface Module Source Code
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